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1,000 V WIRE STRIPPER, 160 MM

Article number: 100686

1000 V stripping pliers with inserted joint and adjusting screw 

for setting to the desired wire or strand diameter, for solid and 

stranded conductors up to 5 mmØ or 0.75 mm² to 6 mm², with 

internal opening spring. Length: 160 mm (6")

Attribute Value

Surface protection verchromt

Length 160

Insulated Yes

Adjustable notch depth Yes

Round cut Yes

Longitudinal section No

Spiral cut No

Stripping area Cross-section 0,75 - 6

Stripping range Diameter 0 - 5

Handle cover Kunststoffhüllen

Self-adjusting No

Surface treatment sandgestrahlt

Adjustable stripping length No

ESD tested No

Handle design 2-Komponenten

Weight 160

With wire cutter Yes

Protective insulation 1000 V Yes

With impact protection No

VDE-tested Yes
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The technical data are empirical values according to the current state of production and are subject to customary tolerances, 
but do not represent guaranteed properties. We reserve the right to make technical changes.



DATA SHEET

GTIN: 4021103006863

CIMCO Werkzeuge GmbH & Co. KG
Hohenhagener Straße 1 – 5
42855 Remscheid
Telefon +49 2191 3718-01
info@cimco.de • cimco.de

The technical data are empirical values according to the current state of production and are subject to customary tolerances, 
but do not represent guaranteed properties. We reserve the right to make technical changes.


