
DATA SHEET

PERFECT "PLUS" TOOL CASE, EQUIPPED

Article number: 175410

Tool case Perfect "Plus". Shapely, stable and robust hard case 

with 3 tool boards = 4 insertion strips and a document com-

partment. Bottom tray with grid division and dividers for safe 

storage of measuring instruments and small parts, the CLOU, 

the new tool boards with the sensational clamping effect, 

small and large tools can be inserted without a mandatory 

order principle and hold securely, even during transport, even 

if the case times upside down. Complete with 29 tools. Tool 

case equipment, 1x 

each: 1000 V telephone pliers with straight jaws 200 mm, DIN 

ISO 5745 (10 0216),1000 V side cutters 16 mm, DIN ISO 5749B 

(10 0574),paint stripper for wires ø 0.6 mm (AWG 22) (10 0712), 

JOKARI wire strippers Super 4 (10 0760),Electronics side cut-

ters up to 1.3 mm ø, 21°, 132 mm (10 1040)Micro-electronics 

needle-nose pliers, jaws bent (10 1076),Tweezers, 120 mm (10 

3016), Offset screwdriver DIN 5200, for slotted screws 100x5.0x 

0.65 mm (11 0620)

Offset screwdriver DIN 5200, for cross-slotted head screws 

PH 1/PH 2x100 mm (11 0630), Retaining slotted screwdriver, 

insulated, 4.0 x 0.8 x 125 mm 1 11 0784

Phase tester 120 - 250 V AC, 3.0/65 mm (11 1280), Control mir-

ror (11 1600), Combination claw gripper, total length 700 mm 

(useful depth 600 mm) (11 1650), Precision slotted screwdriver, 

color code white, 2.0x0,4x60 mm (11 1864), hexagonal socket 

wrench 210 mm, DIN 3125 SW 5.5x125 mm (11 7205), hexagonal 

socket wrench 220 mm, DIN 3125 SW 7x 125 mm (11 7207), 

hexagonal socket wrench 220 mm, DIN 3125 SW 
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8x125 mm (11 7208), Hexagon socket wrench 220 mm, DIN 3125 

SW 10x125 mm (11 7210), 1000 V slotted screwdriver 185 mm, 

DIN EN 60900, 3.0x0.5 mm (11 7702), 1000 V slotted screwdriver 

185 mm, DIN EN 60900, 4.0x0.8 mm (11 7704), 1000 V slotted 

screwdriver 220 mm, DIN EN 60900, 5.5x1.0 mm (11 7705), 1000 V 

cross-recess screwdriver PH 1, 80 mm, DIN 7438 (11 7731), 1000 

V cross-recess screwdriver PH 2, 100 mm, DIN 7438 (11 7732)

1000 V cross-recess screwdriver PZ 1, 80 mm (11 7741), 1000 V 

cross-recess 

Attribute Value

Number of Phillips screwdrivers PZ 2

Number of slotted screwdrivers 7

Number of pliers 5

Number of cable cutters 4

Total number of tools 29

Electrician set Yes

Heating/sanitary fitter set No

Packaging Koffer

Number of measuring devices 1

Number of Phillips screwdrivers PH 3

Number of open-end wrenches 4

GTIN: 4021103754108
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