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SELF-ADHESIVE HOOK AND LOOP TAPE W X L 20 MM X 10 M, 1 ROLL

Article number: 181980

Self-adhesive hook and loop tape - Self-adhesive hook and 

loop tape. Ideal for individual and secure fastenings and yet 

can be separated again and again. Velcro tape can be easily 

cut to the required size. Material strength at least 210 N/cm, 

shear strength 10.3 N/cm2, approx. 10,000 activations possi-

ble. Adhesive: based on rubber resin, temperature range: -15 

degrees C to +90 degrees C Supplied in dispenser box with 

one roll each of hook and loop tape 10 m

Length (mm) 180 mm

Width (mm) 180 mm

Height (mm) 57 mm

Weight (kg) 0,34 kg

Attribute Value

Surface protection kunststoffbeschichtet

Material Kunststoff

Color schwarz

Execution Klettband

Fluorescent No

Halogen-free No

Mounting type klebbar

Detectable No

Transparent No

Width of the belt 20 mm

Detachable closure Yes

Labeling area ohne

Strap fastener Klettverschluss

Mounting temperature -15 °C - 90 °C

Belt length 10000 mm

Operating temperature -15 °C - 90 °C

Min. holding force 10.3 N

V-stable according to ASTM D6779 Yes

Tape thickness 0.05 mm
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The technical data are empirical values according to the current state of production and are subject to customary tolerances, 
but do not represent guaranteed properties. We reserve the right to make technical changes.
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