
DATA SHEET

MODULAR PLUG RJ 11, UNSHIELDED FOR FLEXIBLE CONDUCTORS, 100 PIECES

Article number: 183002

Modular plug for telecommunication and data networks, qual-

ity plug for at least 500 mating cycles, contacts with 50µ inch 

(1,27 micrometer) gold plating, housing made of flame retar-

dant polycarbonate, tensile strength cable to plug at least 

89 N. Unshielded modular plug (min. Cat. 3) suitable for flat 

and round cables. Design: for flexible conductors; Designation: 

RJ 11; AWG range: 24-26; Number of positions: 6; Number of 

contacts: 4; Packs of: 100

Length (mm) 175 mm

Width (mm) 120 mm

Height (mm) 40 mm

Weight (kg) 0,00113 kg

Attribute Value

Color sonstige

Execution Stecker (Plug)

Connection type Crimp

Transparent Yes

Category sonstige

Suitable for stranded conductors Yes

Suitable for solid ladders No

Connector type RJ11 6(4)

Suitable for round cables Yes

Suitable for flat cable Yes

Special tools required Yes

Shielded No

GTIN: 4021103830024
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The technical data are empirical values according to the current state of production and are subject to customary tolerances, 
but do not represent guaranteed properties. We reserve the right to make technical changes.


