DATA SHEET

Article number: 200324

SPIRALBORR, HSS-R, 1,5 MM 0

cimco

Spiralborr, HSS-R enligt DIN 338/HSS typ N, cylindrisk kort,

hégergangad, valsad utforande. @: 1,5 mm, total langd: 40, spi-

rallangd: 18, férpackningsenhet: 2.

Length (mm) 40 mm
Width (mm) 1 mm
Height (mm) 1 mm

Weight (kq) 0,002 kg

Attribute

total langd

Skaftets form

Lamplig for stal
Lamplig for rostfritt stal
Lamplig fér plast
skarmaterial
skarriktning

Antal skareggar

Med kylkanal

Skaftets diameter
skarlangd

Lamplig for tra
Centrumborrdiameter
Lamplig fér gjutjarn
Inspelningssystem

Med centrerborr
Lamplig for icke-jarnmetaller
Lamplig for sten
Lamplig fér betong
Lamplig for kakel
Lamplig for keramik
Lamplig for glas
Borrdiameter

spiralborr

Med snabbféste
Steckaxel med platt ande
Dubbelborr

Spetsens vinkel

Lamplig fér borrning

GTIN: 4021104003243

The technical data are empirical values according to the current state of production and are subject to customary tolerances,

Value

40 mm
zylindrisch
Yes

No

Yes

HSS

rechts

No

1.5 mm
18 mm
Yes
-mm
No
zylindrische Steckachse
No
Yes
No

No

No

No

No

1.5 mm
Yes

No

No

No

18 °

Yes

but do not represent guaranteed properties. We reserve the right to make technical changes.
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