DATA SHEET

- SDS-PLUS SLAGBORRKRONA CIMCO, 5,5 MM @, TOTAL LANGD 110 MM

Article number: 208605

cimco

SDS-Plus borrhammare Cimco med hardmetallskar, for alla be-

tong- och stenarbeten (betong, Iattbetong/YTONG, kalksand-

sten), certifierad av Prifgemeinschaft Mauerbohrer (PGM) en-

ligt kraven fran Deutsches Institut fur Bautechnik (DIBt), pas-

sar alla maskiner med SDS-Plus-hallare. Utforande: 0-5,5 mm;

total langd: 110; spirallangd: 50

Length (mm) 135 mm

Width (mm) 12 mm
Height (mm) 12 mm

Weight (kq) 0,033 kg

Attribute

total langd

Skaftets form

Lamplig for stal
Lamplig for rostfritt stal
Lamplig for plast
skarmaterial
skarriktning

Antal skareggar

Med kylkanal

Skaftets diameter
skarlangd

Lamplig for tra
Centrumborrdiameter
Lamplig for gjutjarn
Inspelningssystem

Med centrerborr
Lamplig for icke-jarnmetaller
Lamplig for sten
Lamplig for betong
Lamplig for kakel
Lamplig fér keramik
Lamplig for glas
Borrdiameter

spiralborr

Med snabbfaste
Steckaxel med platt &nde
Dubbelborr

Spetsens vinkel

The technical data are empirical values according to the current state of production and are subject to customary tolerances,

Value
110 mm
zylindrisch
No

No

No

HM
rechts
2

No

10 mm
45 mm
No
-mm
No
SDS-plus
No

No

Yes
Yes

No

No

No

5.5 mm
No

Yes

No

No

but do not represent guaranteed properties. We reserve the right to make technical changes.
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